
Secure Your Way of Life

BOGW-Gen3
Battery Security Gateway

• High-capacity battery configurations 
supports ultra-long operation

• Suitable for extended off-grid or remote 
deployment 

• IP67-rated waterproof housing

Ultra-long runtime,
waterproof design for
off-grid protection
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BOGW-Gen3
Battery Security Gateway

The BOGW-Gen3 is a new-generation battery-operated 
panel designed for ultra-long operation, supporting 
high-capacity battery configurations that enable 
extended off-grid deployment and industry-leading 
battery life. Its IP67-rated waterproof housing ensures 
reliable performance in harsh environments, making it 
ideal for construction sites, vacant properties, and 
locations without stable AC power.

To optimize efficiency, the BOGW-Gen3 features a 
power-saving mode to maximize battery life, while 
maintaining essential system operation and 
communication. It supports up to 300 devices across 8 
areas, providing scalable protection for complex sites. 
With high-speed visual alarm verification, it enables 
faster response to security events. In addition, a wide 
range of battery options, including internal and external 
ones, to ensure adaptability to different regional 
requirements and deployment conditions.

Ultra-long Runtime

Flexible Battery Options

IP67-rated Waterproof

Secure Your Way of Life

Intelligent Power-Saving

Supports 300 wireless 
devices

Support for External 
Antenna

Supports 50 PIR cameras

300 X

50 X
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Applications scenarios
The BOGW-Gen3 is designed for off-grid and remote deployments, supporting internal and external battery 
sources. Its flexible power design ensures reliable security across diverse conditions, expanding deployment 
possibilities for a wide range of applications.

At construction sites, in remote areas At solar power stations, wind farms, or remote utilities

In warehouses or vacant homes In rural properties, farmhouses, or agricultural sites

  Flexible Battery Options with Extended Runtime

Supports internal and external battery options to adapt to diverse regions, providing ultra-long operation 
ranging from several months to years for off-grid deployment.

Internal Battery

5.5
years

Up to

External Battery

6
years

Up to
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  Up to 300 Devices Across 8 Areas for Scalable Protection

Supports up to 300 wireless devices across 8 areas for flexible, expandable system and scalable site protection.

300
Sensors

50
PIR cameras

  Rugged IP67-Rated Waterproof Housing

Ensures reliable operation in harsh environments, 
ideal for construction sites and locations without 
stable AC power.

  Intelligent Power-Saving

The device maintains a full network connection 
while operating in a low-power state to maximize 
battery life.

8
Areas

cloud
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  High-Speed Visual Alarm Verification

Delivers alarm snapshots in as fast as 4 seconds for quick and effective visual verification.

  F1 Technology: 2 km Long-Range, Powerful Penetration

Delivers up to 2 km communication range with strong penetration for reliable performance in remote or 
obstructed areas.

  Up to 50 PIR Cameras for Comprehensive Coverage

Supports up to 50 PIR cameras to provide wider visual verification coverage across the protected site.

Outdoor  PIR cameras

Indoor  PIR cameras

2
Km

*4 seconds for QVGA

4
Secs
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  Advanced Security-Based Automation

Supports scheduled and event-triggered rules to protect remote sites. When an intrusion is detected, custom 
automation rules activate instantly, such as strobing lights to deter threats, triggering cameras for visual 
evidence, and shutting water valves to prevent damage.

  Remote and Mobile Control

Enables remote access via app or web interface for alerts, image viewing, and system management.

  Optional External Antenna Support

Supports external antenna to extend communication 
range and improve signal stability in challenging 
environments.

  Flexible Curved Surface Mount Option

Allows secure installation on flat or curved surfaces 
such as walls, poles, or rounded structures.
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Type Voltage Capacity Name Category Months of operation
(Power Saving Mode)

Months of operation
(Full network connectivity)

Climax battery options*

ER34615
Battery Pack 

(2S5P)
7.2V 95Ah Non-rechargeable Internal 68.5 27

D Cell
Battery Pack 

(5S2P)
7.5V 30Ah Non-rechargeable Internal 22 8.5

LiFePO4 18650
Battery Pack 

(2S18P)
6.4V 32Ah Rechargeable Internal 18.5 7

3rd party battery options*

Lead-acid 12V 7Ah Rechargeable Internal / 
External 6 2

Zinc-air battery
EZ8 7.5/50 7.5V 45Ah Non-rechargeable External 10 4

Zinc-air battery
E/Z8 7.5/400 7.5V 330Ah Non-rechargeable External 72 30

Zinc-air battery
E/Z8 6/960 6V 960Ah Non-rechargeable External 72 70.5

Zinc-air battery
E/Z8 12/600 12V 600 Ah Non-rechargeable External 72 72

*Battery life may vary depending on device configuration, operating conditions, and usage patterns.

Power the Panel anywhere with flexible battery options

Battery Options and Operating Duration

• Flexible battery options (internal/external) for 
versatile deployment

• IP67-Rated Waterproof 

• High-Speed Visual Alarm Verification 

Other Features

• 24/7 Environmental Emergency Monitoring 

• Remote management via App and Web browser 

• Tamper alarm against sabotage 

• Over-the-air firmware update capability 

Internal Battery

Supports high-capacity batteries for 
reliable operation in off-grid 
environments.

Up to 5.5 years of operation*

External Battery Support

Supports high-density external battery 
sources for ultra-long deployment and 
mission-critical applications.

Up to 6 years of operation* 
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Reporting Path LTE

Communication Protocol RF

Wireless Devices Supported 300 devices, 8 areas

Number of PIR cameras 50 maximums

Frequencies 868 MHz / 919 MHz / 433 MHz

Frequency Hopping Supported

3G Frequencies EU: B1 (2100 MHz) / B8 (900 MHz)

LTE Frequencies EU: B1 (2100 MHz) / B3 (1800 MHz) / B7 (2600 MHz) / B8 (900 MHz) / B20 (800 MHz) / B28 (700 MHz)
US: B2 (1900MHz) / B4 (1700MHz) / B5 (850MHz) / B12 (700MHz) / B13 (700MHz)

Climax battery options**
• ER34615 Battery Pack (2S5P): 7.2V, 95Ah (batt. life: up to 68.5 months)*
• D Cell Battery Pack (5S2P): 7.5V, 30Ah (batt. life: up to 22 months)*
• LiFePO4 18650 Battery Pack (2S18P): 6.4V, 32Ah (batt. life: up to 18.5 months)*

3rd party battery options**

• Lead-acid: 12V, 7Ah (batt. life: up to 6 months)*
• Zinc-air battery EZ8 7.5/50: 7.5V, 45Ah (batt. life: up to 10 months)*
• Zinc-air battery E/Z8 7.5/400: 7.5V, 330Ah (batt. life: up to 72 months)*
• Zinc-air battery E/Z8 6/960: 6V, 960Ah (batt. life: up to 72 months)*
• Zinc-air battery E/Z8 12/600: 6V, 600Ah (batt. life: up to 72 months)*

Optional External Antenna SMA Connector

Operating Temperature -20°C to 50°C (-4°F to 122°F)

Operating Humidity Up to 85% non-condensing

Dimensions 300mm x 220mm x 95mm

Specifications

BOGW-Gen3 Battery Security Gateway

*Battery life may vary depending on device configuration, operating conditions, and usage patterns.
**For the complete battery information, please refer to the “Battery Options and Operating Duration” chart above.


