
Features

Specifications

•  Door/window opening or window glass break & shock 
detection

•  Three adjustable sensitivity threshold levels (high, 
   medium and low)

•  Tamper switches for sabotage detection

•  Remote settings of material and sensitivity

•  EN Compliance

 

Secure Your Way of Life

Powered by Hybrid Panel through BUS connection, 
DCSV-29-BUS is a hardwired door / window 
contact with built-in shock sensor, which sends 
signals to the Control Panel upon detection of 
door/window opening or window glass break & 
shock. It is capable of BUS connection, allowing 
connection of several devices at once for enhanced 
flexibility and redundancy. 

DCSV-29-BUS combines two functions in one unit 
to bolster perimeter protection. Mounted on door or 
window frames, DCSV-29-BUS monitors the 
opening and closure of doors or windows and 
detects the impact caused by shock events, 
thereby minimizing damage caused by burglary or 
attack.

With three levels of adjustable sensitivity, each 
installation can be fine-tuned to ensure reliable 
coverage without false alarms. DCSV-29-BUS’s 
elegant and modern design allows it to fit 
seamlessly into any home decor, ideal for both 
residential / commercial installation and usage.

One Hardwired Device
with Double Protection 

DCSV-29-BUS 
Door Contact / Shock Sensor

* Note: Battery life varies by configuration mode, usage, and environment.
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Power Source

Current Consumption (In Standby Mode)

Current Consumption (Maximal)

Operating Temperature

Operating Humidity

Dimensions

From BUS connection to the control panel: BUS 13.5V DC  

0.79 mA

8 mA

-10°C to 45°C (14°F to 113°F)

Up to 85% non-condensing

93.5 mm x 31 mm x 22.5 mm

• BUS Connection to Hybrid Panel

• BUS Connection to Multiple Devices

• Detects Door or Window Open or Break
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