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ESL-1-EX

Outdoor Security Strobe Light

- Battery-operated outdoor strobe light
with deterrence

« Activates flashing lights to deter
intruders in real time

« IPX5 water-resistant housing for
outdoor use
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ESL-1-EX

Outdoor Security Strobe Light
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The ESL-1-EX is a battery-operated outdoor
strobe light with visual deterrence function. It
can be integrated into the security alarm system
to deliver warnings. When an intrusion is
detected, the system activates flashing lights to
deter intruders in real time. This immediate
response warns intruders they have been
detected before they can do damage.

Visual deterrence by flashing LEDs

Instant alert upon intrusion

With IPX5 water-resistant housing, making it
suitable for outdoor protection, the ESL-1-EX can
be installed in various exterior locations, such as
entryways, garages, and perimeter walls, where
visual alerts are most needed, easily enhancing

Work with security system

IPX5 water-resistant housing outdoor security and professional-grade
protection of the property.
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Alarm Visual Deterrent

Triggers LED flashing upon intrusion and discouraging unauthorized access.

Enhanced Location Awareness IPX5 Weather Resistance

Flashing LEDs help security personnel or responders Built for outdoors, the IPX5 housing protects against
quickly identify the alarm location. water and ensures full operation.

Flexible Exterior Installation

Installed in various exterior locations, such as entryways, garages, and perimeter walls.

Garage Warehouse



Other Features

Secure Your Way of Life

« LED flashes to deter intruder instantly
+ Regular supervision signals to check system integrity
+ Auto low battery detection and reporting

Specifications

ES L-1-EX outdoor Security Strobe Light

Frequency 868 MHz / 919 MHz / 433 MHz
Power Source 1.5V D alkaline battery x 2
Battery Life 3 years*

Waterproof Capability IPX5

Operating Temperature -25°C to 60°C (-13°F to 140°F)
Operating Humidity Up to 85% non-condensing
Dimensions 192 mm x 82.5 mm x 56.3 mm

+ Weather-resistant design allows for
installation in various exterior locations

*Note: Actual battery life may vary with product settings, operating environment, and usage patterns.
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