
Secure Your Way of Life

RP-32 is a next-generation repeater that employs SF1 
technology, ensuring compatibility with SF1 PIR motion 
sensor cameras to capture high-definition images even in 
remote areas—this enables faster and more efficient wireless 
communication range extension into hard-to-reach areas. 
Another groundbreaking feature is the streamlined 
configuration process, which has been improved from its 
predecessor and can now be done in simpler method for 
greater convenience and ease of use.

With the simplified configuration and optimized setting 
process, operation is now smoother and easier, minimizing 
excessive procedures and saving time. Installation is simple 
and versatile, allowing for seamless integration into various 
environments while ensuring optimal performance.

Employment of SF1 technology

Simplified learning and setup

Streamlined remote configuration

Extended wireless communication
range with increased speed

Compatibility with F1 and SF1
PIR motion detector camera

Smart signal filtering

RP-32
RF Extender Repeater

Extending Communication 
Range

The learning, setup and configuration 
processes have been simplified and became 
more convenient than its predecessor, which 
required configuration through a DIP switch.
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Secure Your Way of Life

PIR Motion Detector Camera

RP-32

Control Panel

RP-32
RF Extender Repeater

• Employment of SF1 technology

• Compatibility with SF1 as well as F1 PIR motion detector 
camera

• Extends the communication range between security 
alarm gateway and sensors

• Enhanced signal transmission speed

• Simplified learning and configuration process

Features

• Smart signal filtering eliminates repetitive signal 
transmissions

• Rechargeable backup battery

• Tamper protection against unauthorized removal

• Four LEDs display power, installation, transmission and 
reception status

• Regular supervision signals to check system integrity

• EN 50131 grade 2, class II certified

RP-32 optimizes the security system by extending the communication range between the control panel and PIR motion 
detector camera, boosting effectiveness and versatility.

Specifications

RP-32 RF Extender Repeater

* Note: Actual battery life may vary due to device settings, usage, and environment.

RF Frequency

Power Supply

Backup Battery

Backup Battery Life

Operating Temperature

Operating Humidity

Dimensions

433MHz / 868MHz / 919MHz

12V 1A Adaptor

1100 mAh, Ni-MH AA rechargeable battery pack

30 hours*

0°C to 45°C (33°F to 113°F)

Up to 85% non-condensing

186mm x 130mm x 30mm

The learning, setup, and 
configuration processes have 
been simplified, streamlining 
the installation process.


