
SD-32-H Series
Multi-functional Smoke and Heat Detector

• Smoke alarm compliant with UL 217 8th Edition 
standards

• Prevention against nuisance and false alarms caused 
by cooking and steam

• Polyurethane foam detection in fast moving fire and 
slow smoldering burn

• Patented technology ensures high tolerance against 
dust accumulation to prevent false alarms

• Reliable heat detection integrates EN 54 and UL 521 
compliance for diverse applications

Secure Your Way of Life



The SD-32-H Series is a next-generation smoke and heat 
detector compliant with UL 217 8th Edition, delivering 
fast and accurate fire detection. Its dual-LED spectrum 
optical sensor differentiates real fire aerosols from 
everyday cooking smoke and steam, and can identify 
polyurethane-foam combustion in both fast-moving and 
smoldering fires. Patented dust-tolerant technology 
ensures reliable performance in dusty environments, with 
maintenance pre-alerts when cleaning is required.

With dual thermistors for omni-directional heat sensing, 
the SD-32-H detects fire threats even without visible 
smoke. By integrating multiple detection algorithms, 
including fixed-temperature and rate-of-rise, adhering to 
both EN 54 and UL 521 compliance, it provides 
high-accuracy protection across diverse applications.

Interconnection function allows all connected smoke 
alarms to sound when one is triggered. Optional features 
such as a built-in PIR motion sensor for smart lighting and 
an emergency light for visual alerts further enhance 
safety and convenience, supporting a comfortable and 
secure lifestyle.

SD-32-H Series
Multi-functional Smoke and Heat Detector

UL 217 8th Smoke Alarm

Cooking nuisance recognition

High dust tolerance

Serial connection

85dBA at 3m3M

UL

EN 54 and UL 521 compliance 
for heat detection
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  Intelligent Fire & Smoke Recognition

Recognize fire and smoke without setting off nuisance 
alarms from cooking

  Fast & Smoldering Fire Differentiation

Differentiate between fast moving fire and slow 
smoldering burn, including flaming polyurethane foam

  Dust-Resistant Capability

Patented technology enables high tolerance against dust accumulation to prevent false alarms, while sending pre-warning 
when maintenance and cleaning are required

  Interconnected Alarm Triggering

Serial connection enables all connected smoke alarms to sound together when one of them is triggered
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Equipment Rooms

Commercial Areas

Residential

Offices

EN
54 compliance

UL
521 compliance

• A1 Fixed 54–65°C
• A1R Fixed 54–65°C or rate-of-rise
• A2 Fixed 54–70°C
• A2R Fixed 54–70°C or rate-of-rise

• Fixed temperature: 57 °C (135 °F)
• Rate-of-rise: 8.3 °C (15 °F)/min

EN
54

compliance

UL
521

compliance

  Reliable Heat Detection Employs Multi-Standard Compliance

Heat detection employs multiple mechanisms and standards compliance including EN 54 and UL 521 for wide-ranging 
applications.

  PIR Motion Detection for Automation

PIR motion sensor for home automation lighting control

  Built-in Emergency Lighting

Emergency light provides illumination in environments 
of darkness or dim light
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RF Frequencies 868MHz / 919 MHz / 433 MHz

Power Source 3V , CR123 Lithium battery x 3
1.5V , Alkaline battery x 2

Battery Life Lithium battery models: SD-32-H: 8 yrs / SD-32-HM(E): 6.5 yrs / SD-32-H(M)(E)-SC: 4 yrs
Alkaline battery models: SD-32-H: 4 yrs / SD-32-H(M)(E): 3 yrs (TBA)

Audible Output 85dBA at 3m

Heat Detection

EN 54 compliance 

• Fixed-temperature / rate-of-rise response mechanisms
• Available in Class A1, A1R, A2, A2R.

 A1 Fixed 54–65°C
 A1R Fixed 54–65°C or rate-of-rise response (per EN 54-5)
 A2 Fixed 54–70°C
 A2R Fixed 54–70°C or rate-of-rise response (per EN 54-5)

UL 521 compliance
• Fixed temperature: nominally 57 °C (135 °F)
• Rate-of-rise: 8.3 °C (15 °F)/min

Temperature Sensitivity ±1°C

PIR Motion Detection Range Up to a diameter of 6 meters at 3 meter mounting height** (PIR model only) 

Operating Temperature -10°C to 50°C (14°F to 122°F)

Operating Humidity Up to 85% non-condensing

Dimensions 106mm x 106mm x 45mm

• Dual-LED spectrum optical sensor capable of preventing 
false alarms caused by cooking nuisance

• Polyurethane foam detection in fast moving fire and 
slow smoldering burn

• Patented technology ensures high tolerance against 
dust accumulation to prevent false alarms.

• Heat detection employs multiple mechanisms and 
standards compliance including EN 54 and UL 521 to 
support a broad range of applications

• High-voltage current surges Immunity

• Self-diagnostics function to ensure optimal performance

Other Features

• Randomized supervision signals to check system 
integrity

• Auto-calibration every month to re-adjust detection 
threshold value

• Loud 85dB Siren for audio alert

• The emergency light turns on to alert users that the 
system is alarming (SD-32-HME/-HME-SC only)

• Interconnection function allows all connected smoke 
alarms to sound together when one of them is triggered 
(SC models only)

• EN14604 certified

• Approved by UL 217 8th Edition testing standards

Specifications

SD-32-H(M)(E)-(SC)
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RF Frequencies 868MHz / 919 MHz / 433 MHz

Power Source 100-240AC, 50/60Hz

Backup Battery 3.6V, 200mAh NiMh battery pack

Battery Battery Life 1 month* (TBA)

Audible Output 85dBA at 3m

Heat Detection

EN 54 compliance 

• Fixed-temperature / rate-of-rise response mechanisms
• Available in Class A1, A1R, A2, A2R.

 A1 Fixed 54–65°C
 A1R Fixed 54–65°C or rate-of-rise response (per EN 54-5)
 A2 Fixed 54–70°C
 A2R Fixed 54–70°C or rate-of-rise response (per EN 54-5)

UL 521 compliance
• Fixed temperature: nominally 57 °C (135 °F)
• Rate-of-rise: 8.3 °C (15 °F)/min

Temperature Sensitivity ±1°C

PIR Motion Detection Range Up to a diameter of 6 meters at 3 meter mounting height (PIR model only)

Operating Temperature -10°C to 50°C (14°F to 122°F)

Operating Humidity Up to 85% non-condensing

Dimensions 106mm x 106mm x 45mm

Ordering Information

SD-32-H Battery-powered smoke and heat detector

SD-32-HM Battery-powered smoke and heat detector with PIR motion sensor

SD-32-HE Battery-powered smoke and heat detector with emergency light

SD-32-HME Battery-powered smoke and heat detector, with PIR motion sensor, and emergency light

SD-32-H-SC Battery-powered smoke and heat detector, with interconnection function

SD-32-HM-SC Battery-powered smoke and heat detector, with PIR motion sensor, and interconnection function

SD-32-HE-SC Battery-powered smoke and heat detector, with emergency light, and interconnection function

SD-32-HME-SC Battery-powered smoke and heat detector, with PIR motion sensor, emergency light, and 
interconnection function

SD-32-H-AC AC-powered smoke detector and heat detector

SD-32-HM-AC AC-powered smoke detector and heat detector with PIR motion sensor

SD-32-HE-AC AC-powered smoke detector and heat detector with emergency light

SD-32-HME-AC AC-powered smoke detector and heat detector, with PIR motion sensor, and emergency light

SD-32-H-SC-AC AC-powered smoke detector and heat detector with interconnection function

SD-32-HM-SC-AC AC-powered smoke detector and heat detector, with PIR motion sensor, and interconnection function

SD-32-HE-SC-AC AC-powered smoke detector and heat detector, with emergency light, and interconnection function

SD-32-HME-SC-AC AC-powered smoke detector and heat detector, with PIR motion sensor, emergency light, and 
interconnection function

SD-32-H(M)(E)-(SC)-AC

*Note: Actual battery life may vary with product settings, operating environment, and usage. Emergency light does not affect the battery life.
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