
The SFB-3-COMBO Fog Signal Transmitter features both 
BUS and RF connection options, providing flexible 
communication link between the Climax Control Panel and 
the UR Fog Security System. The transmitter offers 
flexibility for users to choose from using either using stable 
BUS line (with RF backup), or solely using wireless RF as 
connection. 

Upon receiving a burglar alarm, the SFB-3-COMBO sends an 
instant command to trigger the UR Fog system, producing 
a dense, harmless fog that clouds the vision of intruders to 
keep your property well-protected. By integrating directly 
with the control panel, the SFB-3-COMBO also supports 
remote monitoring of system faults, greatly simplifying 
maintenance. Users can also set up automated scenes for 
the panel to trigger the system, ensuring your valuables are 
secured in the most efficient way possible.
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SFB-3-COMBO
Hybrid Fog Signal Transmitter

Dual-Path Security for 
Unfailing Protection 
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UR FOG Modular

UR FOG Compact

UR Fog Security System Compatible Models
 

Modular 200

SFB-3-COMBO
Hybrid Fog Signal Transmitter

Fog emission and saturation up to 600 m³ in 28 
seconds (200 m³ visibility less than 1 m)

Modular 300

Fog emission and saturation up to 900 m³ in 40 
seconds (300 m³ visibility less than 1 m)

Modular 400

Fog emission and saturation up to 1200 m³ in 
46 seconds (400 m³ visibility less than 1 m)

Modular 800

Fog emission and saturation up to 2400 m³ in 
64 seconds (800 m³ visibility less than 1 m) 

UR FOG Compact

Fog emission and saturation up to 390 m³ in 50 
seconds (130 m³ visibility less than 1 m)

Modular 500

Fog emission and saturation up to 1500 m³ in 
48 seconds (500 m³ visibility less than 1 m)

 

Modular 200 Modular 300 Modular 400 Modular 500 Modular 800

 



Frequency 868MHz / 919MHz / 433MHz

Current Consumption
(In Standby Mode) 15 mA

Current Consumption (Maximal) 50 mA 

Power Source From connection to UR Fog Security System: 3.3V

Input High temperature / battery not connected / battery low / DC supply not present / 

Output Fog shoot, arm / disarm

Operating Temperature -10°C to 45°C (14°F to 113°F)

Operating Humidity Up to 85% non-condensing

Dimensions 4 mm x 57 mm x 85 mm
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SFB-3-COMBO

 

• Hybrid BUS and RF Signal Transmission

• Sending signals from Climax Control Panel 

• Work with UR Fog Security Systems (such as UR Fog Compact 
390, Modular 200, Modular 300, Modular 400, Modular 500 and 
Modular 800)

• Manage generation of fog to prevent burglary and theft 

• Automated Alarm & Scene Activation

• Easy and flexible installation (installed inside the UR fog system)

Features of SFB-3-COMBO

Hybrid Fog Signal Transmitter


