
SFT-3 is a Fog Signal Transmitter designed to transmit signals 
received from the Climax Control Panel to the Defendertech Fog 
Security System for fog generation in an emergency situation. By 
integrating with the alarm system and the Defendertech Fog Security 
System DT-200 or DT-400, SFT-3 can act as a bridge and relay the 
signal from the Control Panel to the Defendertech Fog Security 
System upon receiving an alarm signal, which will allow instant 
generation of dense but harmless security fog to cloud the vision of 
the intruders, so that your valued properties are well-protected.

Whenever there is an intruder spotted, the SFT-3 will send the alarm 
message from the control panel to the Defendertech Fog Security 
System DT-200 or DT-400 so that it can immediately generate fog to 
saturate the designated area to avoid unauthorized operation. This 
way, the whole system provides a fast and e�ectual way to prevent 
burglary and theft timely, making sure that no �nancial loss will occur 
in a time of unexpected event.

Suitable for various locations including homes, shops, stores and 
commercial premises, the SFT-3 transmitter o�ers security to you and 
your valuables in the most e�ectual and safest way.
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Features of SFT-3

Features of Defendertech Fog Security System

• Integration with Climax Control Panel

• Work with Defendertech Fog Security System (DT-200 / DT-400)

• Manage generation of fog to prevent burglary and theft

• Suitable for various locations

• Easy and �exible installation

 

• Power: 220V AC

• Volume saturated with each shooting cycle: 
25 m2 height - 200 m3 in expansion 

• Total shoot volume: 1400 m3 

• Fog shooting time: adjustable from 1 - 30 
seconds

• Tank capacity: 0.5 liters

DT-200

• Heating time 10 to 15 minutes

• Available nozzles to direct the mist shot

• Liquid with no expiration date

• Produces of non-toxic fog

• Wall or �oor installation mode

• Dimension: 495 mm x 154 mm x 130 mm 

• Weight: 8 kg (with full tank)

 

• Power: 220V AC

• Volume saturated with each shooting 
cycle: 50 m2 height - 415 m³ in expansion 

• Total shoot volume: 1870 m³ 

• Fog shooting time: adjustable from 1-60 
seconds

• Tank capacity: 0.5 liters

DT-400

• Heating time up to 25 minutes

• Available nozzles to direct the mist shot

• Liquid with no expiration date

• Produces of non-toxic fog

• Wall or �oor installation mode

• Dimension: 380 mm × 380 mm × 145 mm

• Weight: 10 kg (with full tank)

Speci�cations

* Note: Actual battery life may vary with product settings, operating environment, and usage patterns. 

Frequency

Power Source

Input points

Output point

Operating Temperature

Operating Humidity

Dimensions

868 MHz

From connection to Defendertech Fog Security System: 12V

Power Input (12V), Status of DT-200/400 (�nished liquid, low or no battery, defective fog 
cannon probe, AC Fail, overheated burner, pump failure, burner failure)

Fog, arm, command

-10°C to 45°C (14°F to 113°F)

Up to 85% non-condensing

76.9 mm x 115 mm x 27.5 mm
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