Secure Your Way of Life
—_
& Climax

-

——

Comprehensive
Protection at Home

STCB-1-LTE

Telecare Mini Gateway

- Compact size and simple method of use

- Call for help anytime to receive
immediate aid, heightening personal
safety
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STCB-1-LTE

Telecare Mini Gateway

The STCB-1-LTE is a new-generation Telecare Mini Gateway
with a compact design and simplified operation. Equipped
with LTE connectivity, it supports VoLTE (Voice over LTE)
for direct voice communication with monitoring centers,
ensuring immediate response in emergencies.

Working seamlessly with a wide range of devices and
sensors—including emergency pendants,  wrist
transmitters, fall sensors, PIR motion sensors, and smoke
detectors—the system enables users to trigger alarms and
report events anytime, anywhere. Ideal for nursing homes
and private residences, it delivers reliable alarm
communication for a safer, worry-free living environment.
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Single button to call for help Voice pick-up range up to 8 m Integration up to 20 sensors
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Remote programming capability Wall-mount or table-top placement

Other Features

+ LTE connectivity with support for VoLTE
(Voice over LTE)

« Communication via RF technology

« Integration with up to 20 sensors: wrist transmitter,
emergency pendant, fall sensor, PIR motion sensor,
panic button, smoke detector, water leakage sensor,
CO sensor, and heat detector

+ Remote firmware updates via OTA (Over the Air)

« Automatically answers incoming calls

Remote control of volume settings
Remote adjustment of microphone sensitivity
Rechargeable backup battery

Voice pick-up range between the device and
speaker upto 8 m

Large ALARM button for easy identification

Ideal for multi-story homes and large
premises
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Specifications
STCB-1-LTE relecare Mini Gateway
RF Frequency 869 MHz / 919 MHz

EU:B1 (2100MHz) / B3 (1800MHz) / B5 (850MHz) / B7 (2600MHz) / B8 (900MHz) / B20 (800MHz)

4G LTE Frequency US: B2 (1900 MHz) / B4 (1700MHz) / B12 (700MHz)

3G Frequency EU: B1 (2100MHz) / B5 (850MHz) / B8 (900MHz)
Power Source 9V 1A DC adaptor

Backup Battery 4.8V 850mAh AAA Ni-Mh rechargeable battery pack
Backup Battery Life 24 hrs

Audio Two-way voice

Speaker 1.5W, ®50

Operating Temperature -10°C to 45°C (14°F to 113°F)

Operating Humidity Up to 85% non-condensing

Dimensions @112 mm x 49 mm

* Note: Actual battery life may vary with product settings, operating environment, and usage patterns.
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