
Features

Specifications

• Excellent stability with high sensitivity 

• Detects temperature from -10° to 50°C 

• Humidity range from 0 ~ 100 % RH , +/- 5% 

• Collecting data of temperature and humidity every 4 hours, 
  reporting once a day

• Designed for home automation and security applications 

• Low battery detection 

• Easy switch between Fahrenheit and Celsius degrees 

• Simple and modern design

* Note: Frequency band will vary with area and demand.
**Note: Actual battery life may vary due to device settings, usage, and environmental conditions.
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Secure Your Way of Life

THS-23-NB-LTE-M is a temperature and humidity 
sensor, offering a smart solution for healthier and 
comfortable home environment. Protect your home 
and belongings by monitoring the temperature and 
humidity levels in your home and receive reports to 
check if the climate fluctuates to unsafe or undesirable 
levels. THS-23-NB-LTE-M incorporates NB-IoT / 
LTE-M technology and can send current temperature 
and humidity levels to the system server via NB-IoT / 
LTE-M network, offering users system deployment 
flexibility.

Based on the information from THS-23-NB-LTE-M, 
users can activate programs and adjust home 
appliances accordingly to protect household items that 
are vulnerable to extreme temperature/humidity levels 
and create a more pleasant living space for pets and 
family members.

Create Comfortable Smart LivingTHS-23-NB-LTE-M
Temperature Humidity Sensor

• Detects temperature from -10° to 50°C 

• Humidity range from 0 ~ 100 % RH , +/- 5% 

• Residential and commercial applications

Communication Protocol MQTT 

LTE Category LTE Cat. M1 / LTE Cat. NB2 / LTE Cat. NB1 

LTE Bands* Cat M1: 

LTE-FDD: B1/B2/B3/B4/B5/B8/B12/B13/B14/B18/B19/B20/B25/B26/B27/B28/B66/B85 

Cat NB2 / NB1:  

LTE-FDD: B1/B2/B3/B4/B5/B8/B12/B13/B18/B19/B20/B25/B26/B28/B66/B71/B85 

Power Source CR123 Lithium battery x 1 

Battery Life**  22 months (when reporting regularly) 

Operating Temperature -10°C to 50°C (14°F to 122°F) 

Operating Humidity Up to 85% non-condensing  

Dimensions 75mm x 75mm x 23.8mm 
 


