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Wired Security with
Anti-Masking and Low-Profile
Intrusion Detection

: VST-897-BUS

BUS PIR Motion Sensor Camera

« EN Grade 3 certified for improved detection
‘ range and extensive coverage

‘ - Enhanced responsiveness ensures instant
\ motion detection
« Infrared Technology improves anti-masking
using over-the-lens detection

‘ « Reliable BUS system for higher security and
suitable for commercial use

« Encryption for more secured data transfer
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VST-897-BUS

BUS PIR Motion Sensor Camera

The VST-897-BUS is a hardwired PIR motion sensor
camera designed for high-security and commercial
applications. It features infrared over-the-lens
anti-masking to detect tampering attempts using objects
like paint or fabric. Certified to EN 50131 Grade 3, the
product features an improved detection range for
extensive coverage, making it harder for intruders to go
undetected. At the same time, its high responsiveness
and advanced processing enable instant motion
detection, ensuring a rapid response to movement for a
higher level of security.

The VST-897-BUS features a reliable BUS system
designed for higher security applications and is
well-suited for commercial use. It accelerates alarm
image transmission, with faster processing enabling HD
image delivery for more detailed visual verification.
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EN Grade 3 Certified for
High-Security

Infrared Over-the-Lens
Anti-Masking

Extensive Detection Range

Instant Detection and
Response

Reliable Wired BUS System
for Higher Security

Encrypted Communication
for Security

Self-test Function



Over-the-Lens Anti-Masking via Infrared Technology
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Anti-masking via over-the-lens and Infrared Technology, detecting deliberate attempts to mask the lens using paint,

opaque liquids, plastic, cardboards, or fabric.
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Extensive Detection Range

Certified to EN 50131 Grade 3, the device features an
improved detection range for extensive coverage,
making it harder for intruders to go undetected.
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HD Image Transmission

With heightened processing speed, the camera transmits
HD images (up to 1280 x 720 pixels) for more
comprehensive alarm visual verification.

Instant Detection and Response

Enhanced responsiveness and advanced processing
ensure fast, reliable motion detection, delivering
immediate reaction to movement for improved security.
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High-Speed File Transfer

Accelerates alarm image transmission with QVGA in less
than 4 seconds and VGA in about 12 seconds, realizing
file transfer at ground-breaking speed.




Reliable BUS for Higher Security

The VST-897-BUS features a reliable BUS system designed
for higher security applications and is well-suited for
commercial use.

Other Features
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Encryption for more secured communication

BUS wiring uses a custom protocol to ensure information
security, with encryption to make communication more
secure.

+ A detection range of 9~12 meters when mounted at
2.3-2.5 meters above ground

Three alarm image processing options:

- 3 color HD (1280x720 pixels) alarm images

- 6 color VGA (640x480 pixels) alarm images

- 6 color QVGA (320x240 pixels) alarm images
+ Delivers one image upon request

- Self-test function automatically detects and reports
internal faults promptly

Specifications

VST-897-BUS BUS PIR Motion Sensor Camera

+ Night illumination capability
- Warm white fill light covering up to 10 meters
- Infrared (IR) fill light covering up to 10 meters

+ Anti-masking feature allows for detection of any
attempts to blind the detector

- Tamper protection to prevent unauthorized
sabotage

« Support for OTA firmware update
- EN 50131 Grade 3, Class Il certified

PIR Motion Sensor
Range 9~12 meters
Horizontal Angle 90° degrees

Installation Height 2.3 - 2.5 meters

Camera
Lens HD CMOS Camera
Field of View (H) 106° degrees

Resolution

Anti-masking

Night lllumination

1280 x 720 pixels, 640 x 480 pixels or 320 x 240 pixels
Location with object covering the lenses at a distance up to 20 cm and closer; painting; sticking

Warm white fill light covering 10 meters (VST-897-BUS)
Infrared (IR) fill light covering 10 meters (VST-897-BUS-IL)
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Mechanical

Power Source From BUS connection to the control panel: BUS 13.5V DC

Current Consumption

(in Standby Mode) 0.87 mA@13.5V

Current Consumption (Maximal) 89.7 mA@13.5V

Mounting Options Wall / Corner mount

Mounting Bracket Dimension 50mm x 58.9mm x 29.9mm
Operating Temperature -10°C to 45°C (14°F to 113°F)
Operating Humidity Up to 85% non-condensing @23°C
Dimensions 135mm x 70mm x 46mm

Ordering Information

VST-897-BUS Hardwired HD PIR Motion Sensor Camera with warm white fill light, with anti-masking
VST-897-IL-BUS Hardwired HD PIR Motion Sensor Camera with infrared (IR) fill light, with anti-masking
VST-897L-BUS Hardwired HD PIR Motion Sensor Camera with warm white fill light, without anti-masking
VST-897L-IL-BUS Hardwired HD PIR Motion Sensor Camera with infrared (IR) fill light, without anti-masking
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